
Hi-Drain 

the unique gutter system   



Problems with existing systems 

Å Poor design 

Å Inadequate outlets 

Å Short spans 

Å Complicated installation 

Å Ineffective joint detailing 

Å Susceptible waterproofing 

Å Life span of the gutter not  compatible with the roof    

ñOne of the main reasons 

for roof failure is down  

to the gutterò  



What is Hi-Drain ? 

The all-aluminium factory welded 

gutter system with a patented 

membrane joint. 

 

 

 

 



Offsite Production 

Å Fully fabricated ready for site 

Å All accessories pre-installed 

Å Only the joints and downpipes 

  need to be fixed 

Å Factory quality control 



Patented joints 

Simple and effective 

Tough and resilient 
2.4 mm thick single- 

ply membrane hot air  

welded to PVC coated 

aluminium section   

Membrane reinforced 

over the expansion  

joint with an 

aluminium strip  



Product Detail 

Å Wide range of profiles 

Å Mitred corner sections 

Å Internal bracing on large section gutters 

Å Round and weir type overflow 

Å Aluminium cloaks 

 

2m Girth gutter, 300mm deep with 2-380mm 

diameter outlets can drain approximately 

6,500 m ² roof area. 

 



Independently tested 

Tested to the requirements of the 

Metal Gutter Manufacturers 

Association 

 

 

The first gutter system to pass 

this series of tests 

http://www.crmrainwater.co.uk/index.html


Why Hi-Drain ? 

Recyclable  

Å Aluminium construction 

Å High residual value 

Å 98% Recyclability  

Designed to last 

Å The durability of aluminium 

Å Life expectancy in excess of 50 years 

Å Compatible with all superior roof systems 

Å Maintenance free (other than routine cleaning) 

Leak Proof 

Å Manufactured offsite 

Å Factory welded outlets 

Å Reduced number of joints 

Å Robust joint detail 



Why Hi-Drain? 

 

Fast installation 

Å Minimal jointing on-site 

Å Factory welded components 

Å Installed in long lengths 

Å Up to 12.5m PIR insulated, 18.5m single skin   

Reduced ground works 

Å Designed to have the minimum number of 

  downpipes 

Å Generally, no need for internal downpipes 

Å Maximum removal of water via high 

  performance outlets    

 
Fully Tested 

Å  In accordance with the MGMA 

Å Thermal expansion test ï 4mm movement for 

   7,200 cycles  

Å  Foot traffic test ï 125kg point load for 7,200 

   cycles 



Why Hi-Drain ? 

Building regulations compliant 

Å Achieves required U values for insulated gutter 

Å Able to be produced down to 0.05 W/m²K 

Å Available with PIR and mineral wool insulation 

Å Achieves air tightness for PIR insulated panels 

High performance 

Å Outlets 110 ï 380mm in diameter 

Å Wide availability on girth, up to 4m 

Å Sump options available 

Å Smooth flow over the joints 

 

Assurance 

Å In-house design service 

Å Gutter design software 

Å BSEN1 2056 calculator 


